Pre-flight check

Bird Covers(foam)
STOWED

Control Lock

REMOVE

Master Switch 
ON

Flaps


DOWN FULL

Fuel Gauges

CHECK LEVEL

Master Switch

OFF

Left Fuel Sump
SAMPLE

Left HStab

RIGID

Tail Tiedown

UN-TIED

Pull-pull Rud

GOOD

Left Elev

HINGED and SECURE

Pull-pull Elev

GOOD

Rudd


HINGED and SECURE

Right Elev

HINGED and SECURE

Elev Trim Tab

HINGED and SECURE

Right HStab

RIGID

Right Fuel Sump
SAMPLE

Right Wheel/Brake
CHECKED

Right Flap

TRACKS CLEAR and MOVEABLE

Right Aileron

LINKAGE and HINGED

Right Wingtip

CHECKED

Right Wing Tiedown
UN-TIED

Right Fuel Tank
QUANTITY CHECKED

X-Ponder Antenna
CHECKED

Engine Fuel

SAMPLE

Engine Oil

>= 6 QTS.

Nose Wheel

CHECKED

Prop


CHECKED

Engine Cowling
AREA CLEAR

Static Port

CLEAR and OPEN

Left Fuel Tank

QUANTITY CHECKED

Pitot Cover

REMOVED and STOWED

Left Wing Tiedown
UN-TIED

Fuel Vent/Stall Ind.
CORRECT PLACEMENT/CLEAR

Landig/Taxi Light
CHECKED

Left Wingtip

CHECKED

Left Aileron

LINKAGE and HINGED

Left Flap

TRACKS CLEAR and MOVEABLE

Left Wheel/Brake
CHECKED

Baggage Door

SECURED

